
������

LED Optics T3M/T3NLED Optics T3A/T3D

LED Optics T5ALED Optics T4A/T4D

LED Optics T2WLED Optics T2A/T2D

IP66 IK0818
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Input voltage

Input frequency

Surge protection

LED Chips

Lifetime

SDCM

Class

Ambient temperature

Material

Finish

RAL colour

220-240V

50/60Hz

20KV

Philips 5050

L70 100,000hours | L80 70,000 hours | L90 34,000 hours

Class I

SDCM＜6

-20°C to +50°C

High pressure die-cast aluminium housing with tempered glass

Polyester powder coat cured under heat

RAL7016
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DALI

Product

Driver

Dimming control

Driver current

Inrush current

Power factor

960mA

14.88A, 226µs

0.97

PAX-S24

800mA

24.88A, 236µs

0.97

PAX-S40

800mA

32A, 355µs

0.97

PAX-S60

1050mA

41.6A, 238µs

0.98

PAX-S80

 TRIDONIC 

DALI

Product

Driver

Dimming control

Driver current

Inrush current

Power factor

980mA

41.6A, 238µs

0.98

PAX-M100

1000mA

80A, 250µs

0.98

PAX-M150

910mA

80A, 225µs

0.98

PAX-L200

 TRIDONIC 

������������������������������（�）�
��
	���
�������������������������������



����������

PAX-L

PAX-S

PAX-M
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